




3600 Series

Processor: Dual Core CPU
Memory: 4 GB
Gigabit Ethernet CU Ports: 8
Gigabit Fiber Ports (SFP):  
2 optional (LX, SX, or copper)
Included SSL TPS/Max TPS/Bulk Crypto: 
500/10,000/1.5 Gbps
Traffic Throughput: 1.5 Gbps
Dimensions: 1.75”H x 17”W x 21”D  
1U industry standard rack-mount chassis
Weight: 20 lbs. (single power); 22 lbs.  
(dual power)
Operating Temperature: 
32° to 104° F (0° to 40° C) per Telcordia  
GR-63-CORE 5.1.1 and 5.1.2
Relative Humidity:  
10 to 90% @ 40° C per Telcordia  
GR-63-CORE 5.1.1 and 5.1.2
Safety Agency Approval: 
UL 60950 (UL1950-3) 
CSA-C22.2 No. 60950-00  
(Bi-national standard with UL 60950) 
CB TEST CERTIFICATION TO IEC 950, EN 60950
Certifications/Susceptibility Standards: 
EN55022 1998 Class A 
EN55024 1998 Class A 
FCC Part 15B Class A 
VCCI Class A
Power Supply:  
Dual-power capable; ships with 1 by default 
Typical Power Consumption: 165 W
Maximum Power Consumption: 300 W
Maximum Heat Output: 562 BTUs
Input Voltage: 
90-240 VAC +/- 10% auto switching 
90-132 6A 
180-264 3A 
40-72 VDC (optional)

1600 Series

Processor: Dual Core CPU
Memory: 4 GB
Gigabit Ethernet CU Ports: 4
Gigabit Fiber Ports (SFP):  
2 optional (LX, SX, or copper)
Included SSL TPS/Max TPS/Bulk Crypto: 
500/5,000/750 Mbps
Traffic Throughput: 750 Mbps
Dimensions: 1.75”H x 17”W x 21”D  
1U industry standard rack-mount chassis
Weight: 20 lbs. (single power); 22 lbs.  
(dual power)
Operating Temperature:
32° to 104° F (0° to 40° C) per Telcordia  
GR-63-CORE 5.1.1 and 5.1.2
Relative Humidity:
10 to 90% @ 40° C per Telcordia  
GR-63-CORE 5.1.1 and 5.1.2
Safety Agency Approval: 
UL 60950 (UL1950-3) 
CSA-C22.2 No. 60950-00  
(Bi-national standard with UL 60950) 
CB TEST CERTIFICATION TO IEC 950, EN 60950
Certifications/Susceptibility Standards: 
EN55022 1998 Class A 
EN55024 1998 Class A 
FCC Part 15B Class A 
VCCI Class A
Power Supply:  
Dual-power capable; ships with 1 by default 
Typical Power Consumption: 150 W
Maximum Power Consumption: 300 W
Maximum Heat Output: 512 BTUs
Input Voltage: 
90-240 VAC +/- 10% auto switching 
90-132 6A 
180-264 3A 
40-72 VDC (optional)

All specifications are subject to change without notice.
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